


HOW TO USE
All Amerex extinguishers are furnished with a detailed “Owners Manual” containing valuable information. The manual contains  information 
on the installation, use and maintenance of the extinguisher. The extinguisher nameplate (label) contains specifi c information on “HOW TO 
USE” the particular extinguisher. The label instructions vary slightly according to type and size. All potential operators should be totally 
familiar with the instructions on any extinguisher they might be required to use.

WHERE TO USE
Amerex manufactures an extensive variety of hand portable and wheeled fire extinguishers, both “compliance” 
(code required) and “specialty” types. “Specialty” type extinguishers are intended for use on particular types of hazards, so 
careful attention should be made to locating them in close proximity to the specifi c hazard they are meant to protect. It is natu-
ral for a person to use the extinguisher located nearest to a fi re. The most current issue of NFPA-10 should be consulted for 
minimum recommended fi re extinguisher types, placement and travel distances. Your local Amerex Fire Equipment Distributor 
is professionally equipped to help you evaluate and implement these recommendations.
All “Picture Symbols” are detailed below and should be reviewed with all who might be expected to use a fi re extinguisher. 
Everyone should be familiar with these picture symbols which identify the types of fi res on which they may be used. The Inter-
national sign system diagonal red slash indicates a potential danger if the extinguisher is used on that particular type of fi re.

TYPES OF FIRES

CLASS  A ORDINARY COMBUSTIBLES:
 wood, paper, rubber,
 fabrics and many plastics

CLASS  B FLAMMABLE LIQUIDS & GASES:
 gasoline, oils, paint,
 lacquer and tar

CLASS  C FIRES INVOLVING
 LIVE ELECTRICAL
 EQUIPMENT

CLASS  D COMBUSTIBLE METALS
 OR
 COMBUSTIBLE METAL ALLOYS
 (NO picture symbol)

CLASS  K FIRES IN COOKING APPLIANCES
 THAT INVOLVE COMBUSTIBLE
 COOKING MEDIA
 vegetable or animal oils and fats

TYPES OF EXTINGUISHERS:

 CLASS  A 

 CLASS  A:B 

 CLASS  A:B:C

 CLASS  A:C

 CLASS  B:C 

 CLASS  D 

 CLASS  A:K 

ALL AMEREX FIRE EXTINGUISHERS COMPLY WITH THE RECOMMENDATIONS OF THE NATIONAL FIRE PROTECTION ASSOCIATION AND ARE 
TESTED AND RATED BY UNDERWRITERS LABORATORIES OR FACTORY MUTUAL SYSTEMS TO ANSI / UL STANDARDS. ALL EXTINGUISHER 
NAMEPLATES CONTAIN THE NECESSARY HMIS INFORMATION TO COMPLY WITH NATIONAL AND LOCAL OSHA REQUIREMENTS.  



5 YEAR WARRANTY

RUGGED
0 Polished Stainless Steel Cylinders

0 All Metal Valve Construction

0 Exclusive crevice free, butt welded cylinders

CLEAN
0 Leaves no powder residue

USER FRIENDLY
0 Maximum visibility during discharge

0 Novice friendly, easy to understand instructions

0 Bar Coded and Bi-lingual Labels

Note:      The Model 240 may be freeze protected to -40°F by
  adding a Model 506 Anti-Freeze charge

(Temperature Range +40°F to 120°F)

 Manufactured and Tested to
ANSI/UL Standards

ISO-9001:2000 / ISO-14001:2004 Certifi ed
UL LISTED

SPECIFICATIONS WATER AFFF FOAM FFFP FOAM
Application Hose and

Nozzle
Hose and

Spray Nozzle
Hose and Air

Aspirated Nozzle
Hose and Air

Aspirated Nozzle
Model Number 240 254 250 252
U/L Rating 2A 2A:10B 3A:20B 3A:20B
Capacity 2½ Gal. 6 Liter 2½ Gal. 2½ Gal.
Shipping Wt. (lbs.)
   (Empty) 7 ½ 7 ½ 11 11

Height (in.) 24 ½ 19 24 ½ 24 ½
Width (in.) 9 8 9 9
Depth (Diam. - in.) 7 7 7 7
Range (Initial - ft.) 45 - 55 10 - 12 10 - 12 10 - 15
F. M. Approved Yes Yes
Discharge Time (sec.) 55 30 55 55
Standard Bracket Wall

Model
254

Model
252
250

Model
240

Model 240 utilizes the cooling, soaking and penetrating effect of a 
45-55 ft. stream of WATER. The 55 sec. discharge time makes it very 
effective for inexperienced operators for use on Class A fi res. Protect 
from freezing by adding the Model 506 Loaded Stream/Anti-freeze 
charge. In areas with a high level chloride content water it may be 
corrosion protected by using the Model 507 charge.
Model 254 AFFF FOAM unique 6 liter size fi lls many requirements 
for a lighter, more compact Class A:B extinguisher. Easy and effective 
application with the patented spray nozzle. Apply to Class B liquid spills 
to prevent ignition. Ideal for emergency fi rst response vehicles.
Model 252 FFFP FOAM adds Class B fi re fi ghting capability to the 
Class A effectiveness of this extinguisher. The Alcohol Resistant fi re 
fi ghting agent is effective on fi res in a wide variety of Class B materi-
als such as alcohols, polar solvents, hydrocarbons and combinations 
such as gasohol. Apply to a non-ignited Class B liquid spill and it will 
seal the surface minimizing the chance of serious fi re.
Model 250 AFFF FOAM Class A:B extinguisher. Easy and effective 
application with air aspirated nozzle. Apply to Class B liquid spills to 
prevent ignition. Ideal for emergency fi rst response vehicles.

Available in a 33 Gal. FFFP Wheeled or Stationary unit.

Stored Pressure



5 YEAR WARRANTY

0 Polished Stainless Steel Cylinders

0 All Metal Valve Construction

0 Swivel connection on hose allows nozzle
 to be oriented for proper use

0 Nozzle grip design with 45° angle for easy  
 “overhead” application

0 Low PH agent discharged as a fi ne mist  
 helps prevent grease splash and re-fl ash  
 while cooling the appliance

0 Precise extinguishing agent application -  
 no dry chemical to clean up

0 Excellent for use on all cooking appliances  
 including solid fuel charbroilers

0 Tested on commercial deep fat fryers   
 to ANSI / UL 711 test protocol and safe to  
 use on Class C fi res

0 Class 2A rated to meet fi re code occu- 
 pancy hazard requirements

0 Bar Coded and Bi-lingual Labels

(Temperature Range +40°F to 120°F)

Meets NFPA-10 Class K Standard

SPECIFICATIONS WET CHEMICAL
Application Hose and Spray Nozzle
Agent POTASSIUM ACETATE SOLUTION

Model Number B260 B262
U/L Rating 2A:K
Capacity 6 liters 2½ gals.
Shipping Wt. (lbs.) 22½ 33½
Height (in.) 19 24½
Width (in.) 9
Depth (Diam. - in.) 7
Range (ft.) 10 - 12
DischargeTime (sec.) 53 107
Standard Bracket Wall

WET CHEMICAL extinguishers are the best restaurant kitchen 
appliance hand portable fi re extinguishers you can purchase. 
Both have been tested and approved for the new Class K listing 
by UL specifi cally for restaurant kitchen hazards. They contain a 
special potassium acetate based, low PH agent developed for use 
in pre-engineered restaurant kitchen systems. The recent trend to 
more effi cient cooking appliances and use of unsaturated cook-
ing oils dictates the use of a hand portable fi re extinguisher with 
greater fi re fi ghting capacity and cooling effect to combat these 
very hot and diffi cult fi res. Available in two sizes - 6 liter or 2½ gal. 
with attractive stainless steel cylinders and easy to use hose and 
spray application nozzle. The superior fi re fi ghting capability of 
the Wet Chemical agent is placed exactly where  you aim it with 
no chemical residue to clean up. The Models B260 and B262 are 
the ideal “KITCHEN USE” fi re extinguishers. They supplement 
existing cooking equipment automatic system protection for an 
extra margin of safety. 

Stored Pressure

U.L. Listed

2A:K

ISO-9001:2000 / ISO-14001:2004  Certifi ed
UL LISTED

Model B260
Model B262

“Class K” - Kitchen Use Extinguisher“Class K” - Kitchen Use Extinguisher

FACTORY
CHARGED



WATER MIST is the ultimate extinguisher for Class A fi res and where a 
potential Class C (electrical) hazard exists. The fi ne spray from the unique 
misting nozzle provides safety from electrical shock, greatly enhances 
the cooling and soaking characteristics of the agent and reduces scat-
tering of burning materials. The Amerex Water Mist extinguishers contain 
de-ionized water making them the best extinguishers for protection of 
hospital environments, valuable books and documents, telecommuni-
cation facilities and “clean room” manufacturing facilities. The Amerex 
Water Mist extinguishers are easy to use, maintain, and service. 

5 YEAR WARRANTY

Tested to ANSI/UL 711
for Class C Listing

B270NM B272NM

RUGGED
0 Painted Stainless Steel Cylinders
0 All Metal Valve Construction
0 Exclusive crevice free, butt welded cylinder

ENVIRONMENTALLY FRIENDLY
0 No O.D.P. (Ozone Depletion Potential) 
0 No EPA phase out or restrictions
0 No global warming concerns
0 Non magnetic construction tested by an
 independent agency for use in MRI facilities

CLEAN
0 Non-toxic
0 Causes no respiratory problems
0 De-ionized water extinguishing agent
 (sold separately)
0 Antiseptic white paint fi nish (easy to clean)
0 No powder residue

USER FRIENDLY
0 Wand provides greatest operator safety
0 Maximum visibility during discharge
0 No electrical conductivity back to the operator
0 No thermal or static shock
0 Minimal training - simplest to use
0 Most economical agent available
0 Bar Coded and Bi-lingual Labels

SPECIFICATIONS WATER MIST
Application Hose and Wand Hose and Wand
Agent DE-IONIZED WATER
Model Number B270NM B272NM
U/L Rating 2A:C 2A:C
Capacity (gals.) 1.8  2.5
Shipping Wt. (lbs.) (Empty) 7 8
Extinguisher Height (in.) 18½ 24½
Height with Hose & Wand
[Installed in Clips] (in.) 24½ 27½

Width with Hose & Wand
[Installed in Clips] (in.) 11 11

Depth (Diam. - in.) 7 7
Range (ft.) 10-12 10 - 12
DischargeTime (sec.) 72 80
Standard Bracket NM Wall NM Wall

(Temperature Range +40°F to 120°F)

 Manufactured and Tested to ANSI/UL Standards
ISO-9001:2000 / ISO-14001:2004  Certifi ed

UL LISTED
Stored Pressure

An Amerex Exclusive!

NON-MAGNETIC



5 YEAR WARRANTY

RUGGED
0 Dependable Drawn Steel Cylinders
0 All Metal Valve Construction

ENVIRONMENTALLY ACCEPTABLE
0 EPA approved “Clean Agent” for Class A, B
 and C hazards 
0 Low GWP (Global Warming Potential)
0 Low ODP (Ozone Depletion Potential)
0 Short Atmospheric Lifetime

CLEAN
0 Leaves no residue

USER FRIENDLY
0 Maximum visibility during discharge
0 No electrical conductivity back to the operator
0 No thermal or static shock
0 Bar Coded and Bi-lingual Labels

* Note: 5 lb., 11 lb. and 15 ½ lb. extinguishers are USCG   
 approved with the bracket listed on the UL label.

(Temperature Range -40°F to 120°F)

 Manufactured and Tested to
ANSI/UL Standards

ISO-9001:2000 / ISO-14001:2004  Certifi ed
UL LISTED AND USCG APPROVED*

HALOTRON I is a “Clean Agent” HydroChloroFluoroCarbon 
(HCFC) discharged as a rapidly evaporating liquid which leaves 
no residue. It effectively extinguishes Class A and B fi res by cool-
ing and smothering and it will not conduct electricity back to the 
operator. Halotron is pressurized with Argon gas and is an EPA and 
FAA approved agent suitable for use on Class A, B and C fi res. 
It has a low GWP of 0.04 - 0.24, low ODP of 0.014 (twelve times 
lower than the EPA maximum allowable ODP of 0.20) and a low 
Atmospheric Lifetime (3½ to 11 years).
Halotron is intended for use in areas formerly protected by 
Halon 1211 hand portable extinguishers such as computer rooms, 
telecommunications facilities, clean rooms, data storage areas, 
offi ces (for protection of sensitive electronic equipment), boats 
and vehicles.

AVAILABLE IN WHEELED EXTINGUISHERS

SPECIFICATIONS HALOTRON I
VALVES ALUMINUM BRASS, CHROME PLATED

Size & Capacity (lbs.) 1.4 2½ 5 5½ 11 15½
Application Nozzle Hose & Nozzle
Model Number A384T B385TS B386T B394TS 397 398
UL & ULC Rating 1B:C 2B:C 5B:C 5B:C 1A:10B:C 2A:10B:C
Shipping Weight (lbs.) 3¼ 5¼ 9½ 10 22½ 27½
Height (in.) 10 15½ 15¼ 15 21 7/8 21 7/8
Width (in.) 3½ 6 3/8 5¾ 5 1/8 9¼ 9¼
Depth (Diam. - in.) 2 5/8 3 4¼ 4¼ 6 6
Range (ft.) 6 - 8 6 - 10 9 - 15 9 - 15 9 - 15 12 - 18
Discharge Time (sec.) 9 9 9 9 9 14
Available with Chrome
Plated Cylinder Yes Yes Yes

Minimum Space
Requirement (cu. ft.) 196 350 700 770 1540 2170

Standard Bracket Vehicle Vehicle Vehicle Aircraft Wall Wall

Stored Pressure

Models
A384T

B385TS
B386T

B394TS

Models
 397
398

FAA Approved Models Available

FAA Approved Models:

B394TS 
397
398



5 YEAR WARRANTY

0 Rust free aluminum cylinders - up to 30%
 lighter than steel cylinders

0 All Metal Valve Construction

0 Meets many hospital medical equipment  
 requirements 

0 Model 322 independently tested and   
 approved for use in MRI facilities

0 Bar Coded and Bi-lingual Labels

(Temperature Range -40°F to 120°F)

 Manufactured and Tested to
ANSI/UL Standards

ISO-9001:2000 / ISO-14001:2004 Certifi ed
UL LISTED, FM AND USCG APPROVED

SPECIFICATIONS CARBON DIOXIDE
Size & Capacity (lbs.) 5 10 15 20

Application Horn Hose & Horn

Model Number 322 330 331 332

U/L Rating 5B:C 10B:C 10B:C 10B:C

Shipping Weight (lbs.) 14 28¼ 37¾ 50¾

Height (in.) 17¾ 24 30 30

Width (in.) 8¼ 12 12 13

Depth (Diam. - in.) 5¼ 7 7 8

Range (ft.) 3- 8

Discharge Time (sec.) 10 10 12½ 19

F. M. Approved Yes

Standard Bracket Wall

Note:  All extinguishers are USCG approved with  
 bracket listed on UL label

Carbon Dioxide is discharged as a white cloud of 
“snow” which smothers a Þ re by eliminating oxygen. 
It is effective for Class B ß ammable liquids and is 
electrically non-conductive. Carbon Dioxide is a clean, 
non-contaminating, odorless gas.

Also available in 50 / 100 lb.
wheeled extinguishers and

100 lb. stationary.

NON-MAGNETIC MODEL AVAILABLE:
MODEL 322NM


